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PIN CONNECTIONS

Pin
Symbol

SPI UART RS232

1 VSS VSS VSS

2 VDD VDD VDD

3 NC NC TX

4 SDI RX RX

5 SCLK NC NC

6 BUSY BUSY NC

7 /REST /REST NC

8 /CS NC NC

NOTES:

1. +5V/+3.3V power supply optional

2. SPI、UART 、RS232interface optional

MECHANICALDATA

ABSOLUTE MAXIMUM RATINGS

ELECTRICALCHARACTERISTICS( VDD=5.0V, Ta=25℃ )

Item Symbol Min. Typ. Max. Unit

Input High Voltage VIH VDD-2.2 - VDD V

Input Low Voltage VIL 0 - 0.8 V

Output High Voltag VOH VDD-0.3 - VDD V

Output Low Voltag VOL 0 - 0.3 V

Supply Current IDD - TBD - mA

LED BACKLIGHT SPECIFICATION ( Ta=25℃ )

Item Forward Voltage Forward Current

WHITE 3.1V 150mA

Item Nominal Dimensions Unit

Module Size（W x H x T） 144.0X104.0X14.0 mm

Viewing Area (W x H ) 114.00 X64.00 mm

Dot Pitch (W x H ) 0.45X0.45 mm

Dot Size (W x H ) 0.40X0.40 mm

Item Symbol Min. Max. Unit

Supply Voltage(Logic) VDD-VSS -0.3 5.5 V

Input Voltage VI -0.3 VDD+0.3 V

Operating Temp TOPR -20 70 ℃

Storage Temp TSTG -30 80 ℃TSI
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